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1 Identification

* Product identifier

- Trade name:
Hilti Firestop Putty Bandage CFS-P BA

- Relevant identified uses of the substance or mixture and uses advised against No further relevant information available.
- Application of the substance / the mixture Construction chemicals

- Details of the supplier of the safety data sheet
- Manufacturer/Supplier:

Hilti (Canada) Corp.

2360 Mcadowpine Boulevard

Mississauga, Ontario L5SN 652

Phone: (800) 3634458

Fax: (800) 363-4459

- Information department:
chemicals.hse@hilti.com
sce section 16
- Emergency telephone number:
Schweizenisches Toxikologisches Informationszentrum - 24 h Service
Tel.: 0041 /44 251 51 51 (international)

thcm-Trcc
Tel.: 1 800 424 9300

2 Hazard(s) identification
- Classification of the substance or mixture The product is not classified according to the Globally Harmonized System (GHS).
* Classification according to Dircctive 67/548/EEC or Directive 1999/45/EC not applicable

- Classification system:
The classification was made according to the latest editions of the EU-lists, and expanded upon from company and literature data.

* Label elements

* GHS label clements Void
- Hazard pictograms Void
- Signal word Void
 Hazard statements Void
- Hazard description:

- WHMIS classification -

* Other hazards

- Results of PBT and vPvB assessment
- PBT: Not applicable.
*vPvB: Not applicable.

3 Composition/information on ingredients

* Chemical characterization: Mixtures
- Description: Fire prevention compound with Polyisobutylene agent base

 Dangerous components:
'1‘8-42—2|lris(2~clhylhcxyl) phosphate |Xi R36/38| 1-5%
- Additional information For the wording of the listed risk phrases refer to section 16.

4 First-aid measures

- Description of first aid measures

- General information No special measures required.

- After skin contact Immediately wash with water and soap and rinsc thoroughly.

- Affter eye contact Rinsc opened eye for several minutes under running water. 1f symptoms persist, consult a doctor.

- After swallowing Seck immediate medical advice.

- Information for doctor

- Most important symptoms and effects, both acute and delayed No further relevant information available.

- Indication of any immediate medical attention and special treatment needed No further relevant information available.

5 Fire-fighting measures

- Extinguishing media
* Suitable extinguishing agents CO2, extinguishing powder or water spray. Fight larger fires with water spray or alcohol resistant foam.
* Special hazards arising from the substance or mixture

In case of fire, the following can be released:

Carbon monoxide (CO)

Carbondioxide (CO2)
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* Advice for firefighters
- Protective equipment:
Ensure adequate ventilation
Wear self-contained respiratory protective device.

6 Accidental release measures

- Personal precautions, protective equipment and emergency procedures Wear protective clothing.
 Environmental precautions: Do not allow to enter sewers/ surface or ground water,
* Methods and material for containment and cleaning up: Pick up mechanically.
- Reference to other sections
Sec Section 7 for information on safe handling
Sce Section 8 for information on personal protection equipment.
Sce Section 13 for disposal information.

7 Handling and storage

- Handling
- Precautions for safe handling No special measures required.
- Information about protection against explosions and fires: No special measures required.

- Conditions for safe storage, including any incompatibilities

- Storage

- Requirements to be met by storerooms and receptacles: keep containers securely closed and dry, store at -5 - 40 °C /23 - 104 °F
- Information about storage in one common storage facility: Not required.

- Further information about storage conditions: Nonc.

* Storage class 13
- Specific end use(s) No further relevant information available.

8 Exposure controls/personal protection

- Additional information about design of technical systems: No further data; sce item 7.

- Control parameters
+ Components with limit values that require monitoring at the workplace:

The product does not contain any relevant quantities of materials with critical values that have to be monitored at the workplace.
- Additional information: The lists that were valid during the creation were used as basis.

- Exposure controls
- Personal protective equipment
- General protective and hygienic measures
The usual precautionary measures for handling chemicals should be followed.
Avoid contact with the eyes and skin.
Keep away from foodstuffs, beverages and feed.
Wash hands before breaks and at the end of work.
* Breathing equipment: Not required.
* Protection of hands:

Protective gloves.

EN 374
The glove material has to be impermeable and resistant to the product/ the substance/ the preparation,
Sclection of the glove material on consideration of the penetration times, rates of diffusion and the degradation
- Material of gloves
Nitrile rubber, NBR
The selection of the suitable gloves does not only depend on the material, but also on further marks of quality and varics from manufacturer to
manufacturer. As the product is a preparation of several substances, the resistance of the glove material can not be calculated in advance and has
therefore to be checked prior to the application.
- Penetration time of glove material
The exact break through time has to be found out by the manufacturer of the protective gloves and has to be observed.
- Eye protection:
1

|
Tightly scaled goggles.

I
EN 166 + EN 170
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* Body protection:

Protective work clothing.

9 Physical and chemical properties

- Information on basic physical and chemical properties
- General Information

- Appearance:
Form: Pasty
Color: Red
- Odor: Characteristic
- Odour threshold: Not determined
- pH-value: Not applicable.
- Change in condition
Melting point/Melting range: Not determined.
Boiling point/Boiling range: undetermined
- Flash point: Not determined
- Flammability (solid, gaseous) Not determined

- Ignition temperature:

Decomposition temperature: Not determined.
- Auto igniting: Product is not sclfigniting.
- Danger of explosion: Product does not present an explosion hazard.
+ Explosion limits:
Lower: Not determined
Upper: Not determined
- Vapor pressure: Not determined
- Density at 20 °C (68 °F): 1.55 g/em? (12.935 Ibs/gal) (DIN 51757)
- Relative density Not determined
- Vapour density Not determined
- Evaporation rate Not determined
- Solubility in / Miscibility with
Water: Insoluble

- Partition coefficient (n-octanol/water): Not determined

* Viscosity:
dynamic: Not determined
kinematic: Not determined
- Other information CP 617 - VOC Content: 4.35 g/l (EPA Mcthod 24)

CP 618 - VOC Content: 31.5 g/l (EPA Method 24)
CP 619 - VOC Content: 4.5 g/l (EPA Method 24)

10 Stability and reactivity

- Reactivity

- Chemical stability

 Thermal decomposition / conditions to be avoided: No decomposition if used according to specifications.
* Possibility of hazardous reactions No dangerous reactions known

- Conditions to avoid No further relevant information available.

- Incompatible materials: No further relevant information available.

* Hazardous decomposition products: No dangerous decomposition products known

11 Toxicological information

- Information on toxicological effects
- Acute toxicity:
- Primary irritant effect:
- on the skin: No irritant cffect.
-on the eye: No irritating cffect.
- Sensitization: No sensitizing effects known.
* Additional toxicological information:
When used and handled according to specifications, the product docs not have any harmful effects according to our experience and the
information provided to us.
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