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Safety data sheet
according to 1907/2006/EC, Article 31

Printing date 06.08.2013 Version number 23 Revision: 06.08.2013

Hazardous according to criteria of Australian Safety and Compensation Council

1 Identification of the substance/mixture and of the company/undertaking

 Product identifier

- Trade name: Hilti GC21

- Relevant identified uses of the substance or mixture and uses advised against
Gas can for use exclusively with the Hilti GX 120 tool.

- Application of the substance / the preparation Propellant for direct fastening tools.

- Details of the supplier of the safety data sheet
* Manufacturer/Supplier:

Hilti (Aust.) Pty. Ltd.

Level 5, 1G Homebush Bay Drive

Rhodes N.S.W. 2138

Australia

Phone: 131 292

Fax: 1300 135 042

Email: serviceaustralia@hilti.com

- Informing department:
df-hse@hilti.com
see section 16
- Emergency telephone number:
Schweizerisches Toxikologisches Informationszentrum - 24 h Service
Tel.: 0041 / 44 251 51 51 (international)

Hilti (Aust.) Pty. Ltd.
Phone: 131 292
Fax: 1300 135 042

2 Hazards identification

- Classification of the substance or mixture
- Classification according to Regulation (EC) No 1272/2008

GHSO02 flame

Flam. Aerosol 1 H222-H229 Extremely flammable aerosol. Pressurised container: May burst if heated.

- Classification according to Directive 67/548/EEC or Directive 1999/45/EC

F+; Extremely flammable

R12: Extremely flammable.
- Information concerning particular hazards for human and environment:
The product has to be labelled due to the calculation procedure of the "General Classification guideline for preparations
of the EU" in the latest valid version.
Warning! Pressurized container.

- Label elements
- Labelling according to Regulation (EC) No 1272/2008

The product is classified and labelled according to the CLP regulation.
- Hazard pictograms

GHS02

- Signal word Danger
* Hazard statements

H222-H229 Extremely flammable acrosol. Pressurised container: May burst if heated.
: Precautionary statements

P102 Keep out of reach of children.

P251 Pressurized container: Do not pierce or burn, even afier use.

P210 Keep away from heat/sparks/open flames/hot surfaces. - No smoking.
P211 Do not spray on an open flame or other ignition source.
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AUEN—




=T

Printing date 06.08.2013

Safety data sheet
according to 1907/2006/EC, Article 31

Version number 23

Page 2/7

Revision: 06.08.2013

Trade name: Hilti GC21

P410+P412 Protect from sunlight. Do not expose to temperatures exceeding 50 °C/122 °F.
* Information pertaining to particular dangers for man and environment
- Safety phrases:

2 Keep out of the reach of children.

3 Keep in a cool place.

9 Keep container in a well-ventilated place.

16 Keep away from sources of ignition - No smoking.

33 Take precautionary measures against static discharges.

43 In case of fire, use sand, carbon dioxide or powdered extinguishing agent. Never use water.

51 Use only in well-ventilated areas.

60 This material and its container must be disposed of as hazardous waste.
- Other hazards
: Results of PBT and vPvB assessment
- PBT: Not applicable.
- vPvB: Not applicable.

(Contd. of page 1)

3 Composition/information on ingredients

- Chemical characterization: Mixtures
- Description:

Mixture of the substances listed below with harmless additions.

- Dangerous components:
75-28-5 |isobutane F+RI12 50-<70%
%?léﬁ[ Gas 1, 11220; € Press. Gas, H280
115-07-1 | propene gﬁ- R12 o 12.5-<20%
Flam. Gas 1, H220; © Press. Gas, H280
74-98-6 | propane liquefied F+R12 5-<10%
Flam. Gas 1, H220; © Press. Gas, H280
106-97-8 | butane, pure F+RI12 2.5-<5%
%ﬁlérﬁ.’ Gas 1, H220; & Press. Gas, H280

- Additional information
Gas can with 2 chambers:
1. Propane / butane (pressure gas) - remains in the can after use
2. Isobutane, dimethylether, ethanol, propylene, mineral oil (active agent), Buta-1,3-diene content less than 0,1%
For the wording of the listed risk phrases refer to section 16.

4 First aid measures

* Description of first aid measures
- General information Instantly remove any clothing soiled by the product.
- After inhalation
Take affected persons into the open air and position comfortably
In case of unconsciousness bring patient into stable side position for transport.
- After skin contact Instantly wash with water and soap and rinse thoroughly. If skin irritation persist, call a physician.
- After eye contact Rinse thoroughly with plenty of water for at least 15 minutes and consult a physician.
- After swallowing Seck immediate medical advice.
* Information for doctor
- Most important symptoms and effects, both acute and delayed No further relevant information available.
- Indication of any immediate medical attention and special treatment needed
No further relevant information available.

5 Firefighting measures

- Extinguishing media
- Suitable extinguishing agents Water spray, carbon dioxide (CO2), carbon dioxide blanket, foam, or dry powder.
- For safety reasons unsuitable extinguishing agents Water with full jet.
- Special hazards arising from the substance or mixture
Formation of toxic gases is possible during heating or in case of fire.
Burning produces irritant fumes
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- Advice for firefighters
- Protective equipment:
In the event of fire, wear self contained breathing apparatus
EN 12941 / EN 12942

6 Accidental release measures

- Personal precautions, protective equipment and emergency procedures
Bring persons out of danger.
Use personal protective equipment. Ensure adequate ventilation. Remove all sources of ignition.
Keep away from ignition sources
- Environmental precautions:
Do not allow product to reach sewage system or water bodies.
Inform respective authorities in case product reaches water or sewage system.
- Methods and material for containment and cleaning up:
Ensure adequate ventilation.
Do not flush with water or aqueous cleansing agents
Dispose of contaminated material as waste according to item 13.
- Reference to other sections
See Section 7 for information on safe handling
See Section 8 for information on personal protection equipment.
See Section 13 for information on disposal.

7 Handling and storage

- Handling
* Precautions for safe handling
Keep away from heat and direct sunlight.
Provide sufficient air exchange and/or exhaust in work rooms. When using, do not eat, drink or smoke. Ingestion,
exposure to skin and eyes and inhalation of any general vapours should be avoided.
- Information about protection against explosions and fires:
Keep ignition sources away - Do not smoke.
Do not spray on flames or red-hot objects.
Protect against electrostatic charges.
Beware: Container is pressurized. Keep away from direct sun exposure and temperatures over 50 °C. Do not open by
force or throw into fire even after use.

: Conditions for safe storage, including any incompatibilities
- Storage
- Requirements to be met by storerooms and containers:
Keep in a cool, dry and dark place; 5 °C to 25 °C.
Keep out of reach of children. Keep containers dry and tightly closed to avoid moisture absorption and contamination.
- Information about sterage in one common storage facility:
Do not store with DX powder cartridges.
Store away from foodstuffs.
- Further information about storage conditions:
Do not transport in the passenger compartment or cabin of a motor vehicle.
Protect from heat and direct sunlight.

- Storage class 2 B
- Specific end use(s) Gas can for use exclusively with the Hilti GX 120 tool.

8 Exposure controls/personal protection

- Control parameters

- Components with limit values that require monitoring at the workplace:
115-07-1 propene
NES [ Asphyxiant
74-98-6 propane liquefied
NES [ Asphyxiant
106-97-8 butane, pure
NESlLong-lerm value: 1900 mg/m?, 800 ppm
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